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ABSTRACT

The combustion and heat transfer
characteristics of a carbon monoxide and

oxygen rocket engine were evaluated. The test
hardware consisted of a calorimeter combustion
chamber with a heat sink nozzle and an

eighteen element concentric tube injector.
Experimental results are given at chamber
pressures of 1070 and 2070 kPa, and over a
mixture ratio range of 0.3 to 1.0. Experimental
C* efficiency was between 95 and 96.5
percent. Heat transfer results are discussed
both as a function of mixture ratio and axial

distance in the chamber. They are also
compared to a Nusselt number correlation for
fully developed turbulent flow.

INTRODUCTION

The future exploration of the solar
system will require the launch of large masses
from the surface of the Earth. If chemical

propulsion is used for these travels, then a

significant percentage of this launch mass will
consist of propellants for the outbound trip and
the journey home. One proposal to reduce
launch mass requirements is to eliminate the
need to launch the return propellants (and some
of the outbound propellant used to carry the
return propellants) by producing these
propellants at the site of exploration. This
utilization of indigenous materials for
propulsion has recently garnered much
attention among mission planners, who show
that in situ propellants can reduce the Earth
launch mass for a lunar or Mars mission by 30
to 66 percent (refs. 1-7). The propulsion
technology base for some of the proposed
propellants, however, needs to be enlarged
before an actual engine can be developed.

The atmosphere of Mars consists of
over 95 percent carbon dioxide. One proposed
method for utilizing this resource is by
dissociating the CO2 into oxygen and carbon

monoxide, and then recombining these
propellants in a rocket engine. Although
carbon monoxide has been burned in several

applications, such as the catalytic converter in
an automobile engine, specific experimentation
to obtain the information necessary to design a
flight engine has only been performed to a
limited extent (refs. 8,9). The ignition
characteristics of a dry carbon
monoxide/oxygen mixture in a spark torch
igniter were studied, and an ignition range
identified (ref. 8). Additionally, steady-state
combustion has been demonstrated in heat sink

hardware, and some preliminary combustion
efficiencies obtained (ref. 9).

Because of the limited database, tests
were conducted with a calorimeter combustion

chamber to study the heat transfer
characteristics of the oxygen and carbon
monoxide propellant combination. The

objectives of the experiment were to measure
the combustion efficiency with a newly
designed 18 element concentric tube injector,
and to obtain hot-gas-side heat flux data. The
combustion efficiency is compared with results
from a previous experiment (ref. 9), and with
theoretical predictions of real-engine losses.
The heat transfer results are shown together
with a Nusselt number correlation for fully

developed turbulent flow.

TEST APPARATUS AND PROCEDURE

Test Facility

The experimental tests for this study
were performed in Cell 21 of the Rocket Lab at
the NASA Lewis Research Center. This



facility containsa low thrustrocketenginetest
standwith supportingfluid systemsthatallow
preciseflow control. Four separategaseous
propellant lines were used for this research
program: one oxygen supply line to the
engme,one oxygen supply line to the spark
torch igniter,onecarbonmonoxidefuel supply
line to the engine, and one hydrogen fuel
supplylineto theigniter.

The flow rate of each of the gases in the
system described above was controlled with a
sonic orifice. Inserted as a component of the
propellant line, each orifice insured a constant

flow rate of gas, independent of downstream
pressure perturbations. By measuring the line
pressure and temperature at a point just
upstream of each sonic orifice, gas flow rates
were calculated. Different diameter orifices

could be easily interchanged in the system so
that the gas flow rate range could be varied
throughout the test program.

Test Hardware

The test hardware for this experiment
consisted of an igniter, injector, calorimeter

chamber spool piece, and converging-diverging
nozzle. Figure 1 shows a schematic of the test
apparatus and figure 2 shows the hardware on
the test stand.

A hydrogen-oxygen spark torch igniter
was used to initiate combustion. Gaseous

oxygen and gaseous hydrogen were injected
into the igniter chamber at an oxygen-to-fuel
mixture ratio (O/F)of approximately 40, where
a standard spark plug initiated combustion.
The hot gases then travelled down a tube
through the center of the injector body and into
the combustion chamber. At the exit of the

igniter tube, additional gaseous hydrogen,
which had been used to cool the outside of the

igniter tube, was added to the hot gases to
increase the flame temperature. This additional
hydrogen lowered the total igniter mixture ratio
at the exit of the igniter tube to approximately
6.0.

An 18 element concentric tube injector
was used for the combustion chamber. Each

element injected oxygen through the center
orifice and carbon monoxide through the outer
annulus. The elements were arranged in two
circles centered around the igniter, with six
elements on the inner circle and twelve

elements on the outer circle (figure l b).
Chamber pressure was measured by means of a
pressure tap on the face of the injector.

The calorimeter test chamber was 14.9

cm (5.875 inches) long and had a 6.6 cm (2.6
inches) inside diameter. The inner copper liner
was cooled by 46 circumferential cooling
channels. Coolant water was supplied to these
channels by 22 inlet tubes. Heat flux was

calculated at each of the 22 stations by
measuring the coolant inlet and outlet
temperatures, the coolant flow rate, and the
chamber wall area cooled by those channels.

In order to obtain an axial temperature profile,
two thermocouples were inserted into the
copper liner to within 0.0762 cm (0.030

inches) of the hot-gas-side wall at 11 axial
locations. Table 1 lists the axial location of the

coolant circuits and the thermocouples.

A copper heat sink converging-
diverging nozzle was used. The nozzle had a
throat diameter of 1.143 cm (0.45 inches) and

an exit area ratio of 2.997. The diverging
nozzle contour was a cone, with an exit half-

angle of 15 degrees.

T.T l.t3mm  

To insure a uniform run profile
throughout the duration of the test program,
each firing of the engine was sequenced by a
programmable line controller. Each test run

started with the initiation of the oxygen and
hydrogen flows to the igniter, followed by the
oxygen and carbon monoxide flows to the main
combustion chamber after the igniter spark was
started. After initiation of main combustion,
the igniter was stopped, and the test continued
for approximately 6 seconds with no hydrogen
flowing. This sequencing allowed for
hydrogen to be present during start-up of the
engine to aid in the ignition of the dry carbon
monoxide and oxygen mixture.
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The oxygenflow rate wasvariedfrom
21 to 94 g/sec (.046 to .21 lbm/sec). The
carbonmonoxideflow ratewasvariedfrom 47
to 144g/sec(.104 to .317 Ibm/see). Thetotal
flow ratewasheldrelativelyconstantat 95and
186 g/sec (.21 and .41 lbm/sec) which
provided actual chamber pressures of
approximately 1070and 2070 kPa (155 and
300psia).

Experimentaldatawasgatheredduring
the testruns by a high-speeddataacquisition
system. In additionto theinstrumentationon
the hardware, pressure transducers and
thermocoupleswereappliedto thefacility feed
systems to properly measurethe propellant
flow ratesand temperatures.A total of 100
instrumentationchannelswereeachscannedat
the rateof 100timesper second. Eachvalue
quoted in this analysis is an averageof 10
readingsof the instrumentby thedatasystem.
The data reduction was performed by a
FORTRAN 77 computerprogramhostedon a
VAX cluster.

DESCRIPTIONOFCOMPUTERCODES

Two computercodeswereusedduring
evaluationof the experimentalresults. The
Liquid Propellant Program (LPP) computer
code (ref. 10) was used for characteristic
velocity (C*) efficiency and heat flux
comparisons. The Rocket Engine Heat
Transfer Evaluation Program(REHTEP) (an
unpublished,NASA Lewis ResearchCenter
computercode)wasalsousedfor heattransfer
characteristicscomparisons.

Liquid Propellant Pro_re'am

The LPP code uses a chamber and

nozzle geometry together with thermodynamics
and kinetics to calculate various performance
losses that an actual engine may experience in
normal operation. The code consists of several
modules, each of which models a different type
of performance loss. All modules assume
complete combustion in the chamber, that is,
no loss in energy release caused by slow
vaporization or nonuniform mixing.

The Mass Addition Boundary Layer
(MABL) module was used to calculate C*
efficiencies and chamber heat flux. This is a

boundary layer module that models the growth
of the viscous boundary layer in the chamber
and nozzle. For this analysis, the start of the
boundary layer was assumed to be at the
injector. The MABL module uses output from
the previous modules, especially the Two
Dimensional Kinetics (TDK) module, which

predicts the inviscid, two-dimensional
expansion of the gaseous combustion products
assuming finite-rate kinetics. To simulate the

expected wall conditions, the actual wall
temperature profile measured in the
experimental tests was used as input. For the
theoretical analyses presented in this paper,
MABL calculates the displacement thickness
for the actual chamber and nozzle geometry and
uses this to obtain a displaced, or inviscid, wall
contour. The TDK module is then rerun with
the new contour. A new mass flow rate is

obtained and this mass flow is then used along

with the actual or geometric throat area to
obtain a predicted value of C*. This value of
C* is divided by the theoretical ideal value of
C* to obtain a theoretical C* efficiency.
MABL also calculates the heat flux at the

chamber wall, and these values were used for

comparison to the experimental results.

Rocket Engine H_a_ Transfer Evaluation

The REHTEP code uses a chamber and

nozzle geometry together with specifications
for axial coolant passages to evaluate heat
transfer characteristics and cooling capabilities
of various propellant combinations and
coolants. The program calculates the
conditions (combustion products, temperature,
and other thermodynamic properties) in the
engine using a one dimensional equilibrium
subroutine. With these values, a heat transfer

coefficient is calculated using a Nusselt number
correlation for fully developed turbulent flow

Nu = hs * D - Cl*ReS*pr "3 (1)
k,
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where h g is the heat transfer convection
coefficient, D is the diameter of the chamber,

kg is the conductivity of the combustion gases,

Cg is the correlation coefficient (0.026 was

used in this study), Re is the Reynolds
number, and Pr is the Prandtl number. In this

program, the transport properties are evaluated

at Eckert's reference enthalpy (ref. 11). The
heat flux at the chamber wall is then calculated

using an assumed wall temperature and the heat
transfer equation

(2)

where Q is the heat flux per unit area, Taw is the

adiabatic wall temperature, and Tsw is the
temperature of the chamber wall. The
theoretical adiabatic wall temperature is
corrected for combustion efficiency, which is
an input to the program. The wall temperature
is then iterated upon until an energy-balance
between the coolant side and the combustion
side of the chamber is achieved.

RESULTS AND DISCUSSION

Two types of experimental data,
performance and heat transfer, were of interest

to meet the objectives of the test program.
Experimental C* efficiency results from this
test series are compared to previously obtained
experimental data, and to efficiencies obtained
from the LPP program. The heat transfer
results included chamber wall temperatures and
chamber heat flux. Experimental results are
discussed as functions of mixture ratio and
axial distance in the combustion chamber and

are also compared to results obtained from the
two computer codes.

C* Efficiency

In a previous experimental test program
(ref. 9), C* efficiencies of 89 to 92 percent
were obtained. In those tests an eight-element
triplet injector design was used. For this test

program, an eighteen-element, concentric tube
rejector was designed in an effort to increase
the combustion C* efficiency. The injector
face is shown schematically in figure lb.

Figure 3 shows the experimental C*
efficiencies as a function of mixture ratio

obtained from both injectors, along with a C*
efficiency obtained from the boundary layer
module of the Liquid Propellant Program
(LPP). The computer program calculated real
engine losses for the test hardware, and
predicted C* efficiencies between 96 and 97

percent over the mixture ratio range of 0.3 to
1.3 (stoichiomelric mixture ratio = 0.571). The
experimental efficiencies obtained with the
concentric tube injector were between 95 and
96.5 percent. The figure shows that the
experimental efficiencies were higher at the
lower mixture ratios where the fuel to oxygen
injection velocity ratio was higher, providing
for better mixing between the carbon monoxide
and oxygen. The figure also shows that the
efficiencies obtained with the concentric tube

injector are a significant improvement over
those obtained in the previous test program.

Heat Transfer Characteristics

The heat transfer characteristics of the
test hardware were evaluated in two manners.

First, experimental chamber heat flux was
examined as a function of mixture ratio and as a

function of axial distance from the injector.
Second, the experimental heat flux results were

compared to heat flux calculated from boundary
layer theory and from a Nusselt number
correlation for fully developed turbulent flow in
a constant area duct.

Experimental R¢_Idl_. The
experimental heat flux, q, in the chamber was
calculated based on the temperature rise of the
coolant water and the coolant water mass flow
rate

.-.

m,*Cp*(Tco-Tci) (3)

A

where mc is the coolant water mass flow rate

through that circuit, Cp is the specific heat of
water, Tco is the coolant outlet temperature, Tci

is the coolant inlet temperature, and A is the
chamber wall area cooled by that circuit. This
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method of calculation assumesonly radial
conductionin thecopperliner. To reducethe
amountof axial conduction,thecoolantwater
flow ratesfor eachcoolantcircuit wereadjusted
until the chamber wall temperatureswere
approximately equal between adjoining
stations. Figure 4 shows the wall
temperatures, as measured by the rib
thermocouples,for a typical testrun for each
chamberpressure. The figure showsthat for
the tests run at a chamberpressureof 1070
kPa, the wall temperatureswere within five
degreesof 355 K, with theexceptionof the
first and last thermocouples(station 2 and
station 21). Becausethe heat flux at these
stationswassignificantlylower thantherestof
thestations,it wasdifficult to adjustthecoolant
waterflow rate low enoughto obtainthesame
wall temperature.Similarresultswereobtained
for thetestsrun ata chamberpressureof 2070
kPa, wherethe wall temperatureswerewithin
five degreesof 360K.

Theexperimentalheatflux asafunction
of mixtureratio is shownin figure 5 at anaxial
locationof 5.268 cm (2.074 inches, cooling
station 8) and of 14.16 cm (5.574 inches,
cooling station22). Coolingstation8 was the
approximatelocationof highestheatflux, and
cooling station22 was the last station in the
chamber. Thefigure showsasimilar patternat
both stationsand for both chamberpressures.
At both stationsthe heat flux is significantly
lower atthe lowermixture ratios,but relatively
evenbetweenmixture ratio of 0.50 and 0.70.
It is clearfrom the figures, however,that the
heatflux at station8 wasmuchhigher thanat
station22. For a chamberpressureof 2111
kPa, the maximumheat flux at station8 was
5000kW/m2comparedto only 2650kW/m2at
station22. Similarly, for a chamberpressure
of 1063kPa, themaximumheatflux at station
8 was 3200 kW/m2 comparedto only 1450
kW/m2at station22.

To evaluatethe axialvariation in heat
flux, figure 6 showstheexperimentalheatflux
asafunctionof axialdistancefromthe injector
facefor bothchamberpressures.Themixture
ratio for thesecurveswasapproximately0.55.
This mixture ratio resultedin the highestheat

fluxes, and is also alikely operatingpoint for
an actualengine. The figure shows thatthe
heatflux increasessteadilyfrom thebeginning
of thechamberuntil about5 to 6 cm into the
chamber,where the heat flux then decreases
throughtherestof thechamber.Thegraphsof
heatflux asa function of axial locationwere
usedtodeterminethelocationof theendof the
combustionzonefor eachmixture ratio. This
wasdefined asthat point showingmaximum
heatflux. By using thispoint, it wasassumed
that the further growth of theboundarylayer
hasa smalleffect on thelocationof maximum
heatflux.

Figure7 showsthe locationof theend
of thecombustionzonein thechamberfor the
mixtureratios tested. At lower oxygento fuel
mixtureratios, thecombustionzoneis shorter,
andthenbecomeslonger atthehighermixture
ratios. Thefigure indicatesthatthecombustion
zoneendedbetween2.7 and 6.5 cm (cooling
stations 4 and 10). The duration of the
combustion could be affected by several
parameters,including kinetic reactions and
injectionvelocity ratio. The reaction ratefor
theCOand02 reactionis knownto beslow. It
is possiblethatthe slowkineticsof the system
require more time for enough collisions to
occurwith sufficientenergyto form complete
combustion. Specificinjector parametersmay
alsoaffectcombustion.With aconcentrictube
injector,optimummixing occursathighfuel-to-
oxygeninjection velocity ratios. At thelower
mixtureratios,morefuel is injectedthroughthe
outerannulus,andit is thereforeinjectedat a
highervelocity. Similarly, at the low mixture
ratios, less oxygen is injected through the
centerorifice, andit is thereforeinjectedat a
lower velocity. This combinationproducesa
higherfuel-to-oxygeninjectionvelocityratio at
the lower mixture ratios, promotingmixing,
andallowingcombustionto becompletedmore
quickly.

Theoretical Analysis. In figure 8 the

experimental heat flux as a function of axial
distance for a mixture ratio of 0.55 and a

chamber pressure of 1070 kPa is shown again.
Also included in the figure is the heat flux
calculated from two different computer codes.



It canbe seenthattheexperimentalheatflux is
significantlyhigherthan thatcalculatedby both
codes. LPP predictsa high heat flux at the
injector facewhich thendecreasesthroughout
thechamberastheboundarylayergrows. The
REHTEP code uses a Nusselt number
correlationfor fully developedturbulent flow
(equations(1) and (2)) to calculateheatflux.
Bothcodesassumethat all energyreleasein the
combustionchamberoccursattheinjector.

To further compare theexperimental
heat transfer results with fully developed
turbulent flow, the experimentalheattransfer
correlation coefficient is shown in figure 9.
The dashed line in the figure representsthe
empirically derived correlationcoefficient of
0.026 for cooling in a duct with fully
developedturbulent flow. The figure shows
that the experimentalcorrelationcoefficientis
always higher than the 0.026 value. The
largestdifferenceoccursat the samelocation
where the highest heat flux was observed
(where the combustion zone ends), with an
experimental value five times higher than
0.026. These high correlation coefficients
would seemto indicate that the combustion
process has caused the experimental heat
transfercharacteristicsto behavein a manner
different from fully developedturbulentflow.
By the end of the chamber, however, the
experimentalcorrelation coefficient is only
slightly higher than the 0.026 value, andit is
possible that at this point the flow in the
chamberis morelike fully developedturbulent
flow.

CONCLUSIONS

The combustion and heat transfer
characteristicsof carbonmonoxideandoxygen
combustion were evaluatedin a calorimeter
combustionchamberwith a heat sink nozzle
and an eighteen element concentric tube
injector. TheexperimentalC* efficiency was
between95 and 96.5 percentover a mixture
ratio range of 0.3 to 1.0. This was a
significantimprovementover a triplet injector
designevaluatedin a previous test program.
Maximum heat flux was approximately3200
kW/m2ata chamberpressureof 1063kPaand

4900 kW/m2 at a chamberpressureof 2111
kPa. Using thelocationof maximumheatflux
asan indicator,the endof thecombustionzone
occurredbetween2.7and6.5cm downstream
of the injector.

The experimental heat flux and
correlationcoefficientswere muchhigherthan
those calculated using a Nusselt type
correlation for cooling in a duct with fully
developed turbulent flow. More
experimentationis neededto further evaluate
theresultsobtainedin thecalorimeterchamber
tests. Experiments with various injector
designs and varying chamber lengths are
neededtodeterminetheeffectsof theinjection
velocityratio andthe slow kinetic reactionsof
thecarbonmonoxideandoxygencombination.
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Table 1. - Location of Coolant Stations and Rib Thermocouples

Coolant Station Number

1
2
3
4

5
6

7
8

Axial Location

9
10
11
12
13
14
15
16
17
18
19
20
21
22

(Distance from Injector Face)
(cm)

0.546
1.458
2.093

2.728
3.363
3.998

4.633
5.268
5.903
6.538
7.173
7.811
8.443
9.078
9.713
10.35
10.98
11.62
12.25
12.89
13.52
14.16

Thermocouples Inserted in
Copper Liner

No

Yes
No
No
Yes
No
No
Yes
No
Yes
No
Yes
No
Yes
Yes
Yes
Yes
Yes
No
No
Yes
No
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Figure 2._Calorimeter chamber on test stand.
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